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Die Cut blanks Min� 390� 390�  �
Die Cut Blanks Max� 800� 1000� 390�
Footprint Min� 235� 155�  �
Footprint Max� 500� 500�  �

Note:  Tray Width (W) + 2x Height (H) must be less than 1000mm 

Carton Size:  

RSC Tray Erector 
Equipment Brochure   



RSC Tray Erector 
Equipment Brochure   
 
The rml e126  tray erector is another quality       
machine from rml’s  range of e series erecting 
automation for the food and consumer goods           
industries. 
 
The rml e126  tray erector is a sophisticated fully 
adjustable tray erector capable of erecting lidded 
and non lidded, simple trays at up to 20 per      
minute.  Available in both stainless and powder 
coated, with a range of possible options, the rml  
e126 tray erector is sure to meet your needs.  Size 
changes are performed simply and reliably with the 
use of numerical counter winders or fixed position 
stops. 
 
Additionally, rml  have a range of downstream 
packing equipment that can be integrated with this 
erector either now or in the future to provide a   
turnkey packaging solution. 

 
 
 
 
 
 

 

Special Features  
 

· Electrically interlocked safety and guarding to 
AS4024.1  

· Touch screen HMI to access operator        
controls, product presets, fault notification & 
diagnostics 

· Simple & reliable size change adjustment by 
way of counter winders 

· Continuous or erect on demand options 
· Pressurised hot melt glue system 

 
Options  
 

· Stainless Steel (shown) 
· Mesh guarding (shown), polycarbonate is  

standard 
· Active toolsets for more complex boxes 
· Cold glue system 
 

Key Points  

 

· Pressurised hot glue system 
· Simple & reliable adjustability 
· Intelligence HMI, with access to tray presets, 

fault identification & diagnostics and product      
counters 

 

 Machine Construction  
 

· Powder coated mild steel for long life             
appearance and cleanability 

· Polycarbonate guarding for greater viewing & 
safety 

· Gull wing doors for easy access 
· Frameless construction for precision 
· Quality locally sourced components for         

performance & durability 
 

 Specifications  
 

· Output  - up to 20 cartons per minute (single 
head) 

· Dimensions  - dependent on configuration 
· Power : 415V - 3 phase - 50 Hz 
· Air Consumption: 290L per min 
 
  
 
 

Contact an rml representative for information 
on the entire e series range of  

packaging automation.  


