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High Speed Tray Erector 
Equipment Brochure   
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Machine Construction  
 

· Frame:  Powder coated mild steel 
· Components :  Enginering plastics and ap-

propriate steels 
· Guarding :  Framed mesh interlocked doors 

and  guarding 
· Components :  Quality, locally sourced 

brands 
  
 
 

 Options  
 
· Stainless steel construction 
· Date coding or labelling 
· Modular stacker 
· Dual glue systems (hot & cold) 
· Turnkey solutions 
  
 
 

 Specifications  
 
· Output -  Up to 30 trays per minute 
· Air Consumption -  6 kg/cm²   
· Power Consumption - 415V 3ph 50hz 
· Net Weight -  xxx kg 
· Dimensions - 4500(L) 1600(W) xxx(H) 
· Pneumatics - Festo 
· PLC - Omron or Allen Bradley 
· Motors - SEW 

Key Points  
 
· Ergonomic magazine height for ease of 

loading 
· Large capacity magazine 
· Safety compliant to AS4024-1 
· Rapid change over – no special tools 
· Full length interlocked hinged doors for    

operator access 
· Electric plucker, blank transfer and punch 

mechanism on high speed machines for  
reliability and reduced vibration and noise 

· 75mm powder coated RHS frame 
· Components in stainless steel,  
· Plated steel and engineering plastics 
· Simple operation with touch screen HMI 

High Speed Tray Erector 
Equipment Brochure   
 
Designed and manufactured by rml  (NZ) Ltd, the 
rml e156  tray erector was developed for the      
horticulture and meat industries to erect ridged 
trays at up to 30 trays per minute.  The             
requirements for an interlocked stacking feature 
and quality presentation, meant that repeatable 
precise folding was critical.  
 
Reliability and longevity are ensured on the high 
speed version with the use of motors and drives 
for all three of the plucker, blank transfer and the 
punch mechanism.  Safe operation is ensured, 
with this machine being compliant to the stringent 
AS4024-1 safety standard.  Options include a 
modular stacker, dual glue systems, date coding 
and labeling, and with our dedication to providing 
turnkey solutions, the 156 tray erector from rml is 
an attractive option for your next project. 

 
 
 

 
Contact an rml representative for information 

on the entire e series range of Packaging  
Automation. 


