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Bottom Load Packer 
Equipment Brochure  �

Specifications 
· Output  – up to 8 CPM 

· Machine Motor  –SEW or Bonfignoli 

· Net weight  – 1800kg 

· Power- 415v - 3ph - 50hz  

· Air Consumption: 360L/pm at 6bg 
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Min � 280� 170� 200�

Max� 600� 400� 600�



Special Features  
 

· Robust powder coated mild steel frame     
· Variable carton sizes 
· Variable product sizes 
· Up to 8 cartons per minute 
· Electrically interlocked safety and guarding 

to AS4024.1  
· Touch screen HMI to access operator          

controls, product presets, fault notification & 
diagnostics 

· Compact footprint 
· Full length guards for easy access 
· Low level tape indication 

 

Options  
 

· Touch screen HMI to access operator     
controls, product presets, fault notification & 
diagnostics 

· Glue or Tape close 
· Stainless steel option available 

Key Points  
 

· Erects and packs into RSC cartons 
· Quick change, tool-less carton magazine   

and product infeed 
· Comprehensive guarding interlocked with  

the control system  
· Simple operation encourages  operator    

ownership 
· Full length doors to give maximum operator 

accessibility 
· Large capacity magazine  
 

Machine Construction  
 

· Powder coated chassis for long life appear-
ance and clean ability 

· Polycarbonate covers for operator  viewing 
and safety  

· Engineering plastics for wear ability and 
other quality materials to suit environment 
and duty 

Bottom Load Packer 
Equipment Brochure   
 

The rml p235  bottom load case packer is another 
quality machine from rml 's range of p series      
packaging automation for the food and consumer 
goods industries. 
 
The rml p235  bottom load case packer was      
originally designed to automatically pack cheese       
portions at up to 70 portions per minute into RSC    
cartons. The infeed to the rml p235  can be               
re-configured to pack a large range of products 
from single to multi layer with varying footprints 

The machine features robust powder coated mild 
steel construction with stainless steel and           
engineering plastic components. The rml p235  can 
seal the  carton using either glue or tape            
depending on your application.  It can be            
configured to be fixed size or fully adjustable      
depending on your budget and flexibility             
requirements 


